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(b) Each operator shall:
(1) Furnish its supervisors who are

responsible for emergency action a
copy of that portion of the latest edi-
tion of the emergency procedures es-
tablished under paragraph (a) of this
section as necessary for compliance
with those procedures.

(2) Train the appropriate operating
personnel to assure that they are
knowledgeable of the emergency proce-
dures and verify that the training is ef-
fective.

(3) Review employee activities to de-
termine whether the procedures were
effectively followed in each emergency.

(c) Each operator shall establish and
maintain liaison with appropriate fire,
police, and other public officials to:

(1) Learn the responsibility and re-
sources of each government organiza-
tion that may respond to a gas pipeline
emergency;

(2) Acquaint the officials with the op-
erator’s ability in responding to a gas
pipeline emergency;

(3) Identify the types of gas pipeline
emergencies of which the operator no-
tifies the officials; and

(4) Plan how the operator and offi-
cials can engage in mutual assistance
to minimize hazards to life or property.

[Amdt. 192–24, 41 FR 13587, Mar. 31, 1976, as
amended by Amdt. 192–71, 59 FR 6585, Feb. 11,
1994]

§ 192.616 Public education.

Each operator shall establish a con-
tinuing educational program to enable
customers, the public, appropriate gov-
ernment organizations, and persons en-
gaged in excavation related activities
to recognize a gas pipeline emergency
for the purpose of reporting it to the
operator or the appropriate public offi-
cials. The program and the media used
must be as comprehensive as necessary
to reach all areas in which the operator
transports gas. The program must be
conducted in English and in other lan-
guages commonly understood by a sig-
nificant number and concentration of
the non-English speaking population in
the operator’s area.

[Amdt. 192–71, 59 FR 6585, Feb. 11, 1994]

§ 192.617 Investigation of failures.

Each operator shall establish proce-
dures for analyzing accidents and fail-
ures, including the selection of samples
of the failed facility or equipment for
laboratory examination, where appro-
priate, for the purpose of determining
the causes of the failure and mini-
mizing the possibility of a recurrence.

§ 192.619 Maximum allowable oper-
ating pressure: Steel or plastic pipe-
lines.

(a) Except as provided in paragraph
(c) of this section, no person may oper-
ate a segment of steel or plastic pipe-
line at a pressure that exceeds the low-
est of the following:

(1) The design pressure of the weak-
est element in the segment, deter-
mined in accordance with subparts C
and D of this part. However, for steel
pipe in pipelines being converted under
§ 192.14 or uprated under subpart K of
this part, if any variable necessary to
determine the design pressure under
the design formula (§ 192.105) is un-
known, one of the following pressures
is to be used as design pressure:

(i) Eighty percent of the first test
pressure that produces yield under sec-
tion N5.0 of Appendix N of ASME B31.8,
reduced by the appropriate factor in
paragraph (a)(2)(ii) of this section; or

(ii) If the pipe is 123⁄4 inches (324 mm)
or less in outside diameter and is not
tested to yield under this paragraph,
200 p.s.i. (1379 kPa).

(2) The pressure obtained by dividing
the pressure to which the segment was
tested after construction as follows:

(i) For plastic pipe in all locations,
the test pressure is divided by a factor
of 1.5.

(ii) For steel pipe operated at 100
p.s.i. (689 kPa) gage or more, the test
pressure is divided by a factor deter-
mined in accordance with the following
table:

Class location

Factors 1, segment—

Installed
before

(Nov. 12,
1970)

Installed
after (Nov.
11, 1970)

Converted
under

§ 192.14

1 ............................... 1.1 1.1 1.25
2 ............................... 1.25 1.25 1.25
3 ............................... 1.4 1.5 1.5
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Class location

Factors 1, segment—

Installed
before

(Nov. 12,
1970)

Installed
after (Nov.
11, 1970)

Converted
under

§ 192.14

4 ............................... 1.4 1.5 1.5

1 For offshore segments installed, uprated or converted after
July 31, 1977, that are not located on an offshore platform,
the factor is 1.25. For segments installed, uprated or con-
verted after July 31, 1977, that are located on an offshore
platform or on a platform in inland navigable waters, including
a pipe riser, the factor is 1.5.

(3) The highest actual operating pres-
sure to which the segment was sub-
jected during the 5 years preceding
July 1, 1970 (or in the case of offshore
gathering lines, July 1, 1976), unless the
segment was tested in accordance with
paragraph (a)(2) of this section after
July 1, 1965 (or in the case of offshore
gathering lines, July 1, 1971), or the
segment was uprated in accordance
with subpart K of this part.

(4) The pressure determined by the
operator to be the maximum safe pres-
sure after considering the history of
the segment, particularly known corro-
sion and the actual operating pressure.

(b) No person may operate a segment
to which paragraph (a)(4) of this sec-
tion is applicable, unless over-pressure
protective devices are installed on the
segment in a manner that will prevent
the maximum allowable operating
pressure from being exceeded, in ac-
cordance with § 192.195.

(c) Notwithstanding the other re-
quirements of this section, an operator
may operate a segment of pipeline
found to be in satisfactory condition,
considering its operating and mainte-
nance history, at the highest actual op-
erating pressure to which the segment
was subjected during the 5 years pre-
ceding July 1, 1970, or in the case of off-
shore gathering lines, July 1, 1976, sub-
ject to the requirements of § 192.611.

[35 FR 13257, Aug. 19, 1970]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 192.619, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and on GPO Access.

§ 192.621 Maximum allowable oper-
ating pressure: High-pressure dis-
tribution systems.

(a) No person may operate a segment
of a high pressure distribution system

at a pressure that exceeds the lowest of
the following pressures, as applicable:

(1) The design pressure of the weak-
est element in the segment, deter-
mined in accordance with subparts C
and D of this part.

(2) 60 p.s.i. (414 kPa) gage, for a seg-
ment of a distribution system other-
wise designed to operate at over 60
p.s.i. (414 kPa) gage, unless the service
lines in the segment are equipped with
service regulators or other pressure
limiting devices in series that meet the
requirements of § 192.197(c).

(3) 25 p.s.i. (172 kPa) gage in segments
of cast iron pipe in which there are
unreinforced bell and spigot joints.

(4) The pressure limits to which a
joint could be subjected without the
possibility of its parting.

(5) The pressure determined by the
operator to be the maximum safe pres-
sure after considering the history of
the segment, particularly known corro-
sion and the actual operating pres-
sures.

(b) No person may operate a segment
of pipeline to which paragraph (a)(5) of
this section applies, unless over-
pressure protective devices are in-
stalled on the segment in a manner
that will prevent the maximum allow-
able operating pressure from being ex-
ceeded, in accordance with § 192.195.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt 192–85, 63 FR 37504, July 13, 1998]

§ 192.623 Maximum and minimum al-
lowable operating pressure; Low-
pressure distribution systems.

(a) No person may operate a low-pres-
sure distribution system at a pressure
high enough to make unsafe the oper-
ation of any connected and properly
adjusted low-pressure gas burning
equipment.

(b) No person may operate a low pres-
sure distribution system at a pressure
lower than the minimum pressure at
which the safe and continuing oper-
ation of any connected and properly
adjusted low-pressure gas burning
equipment can be assured.

§ 192.625 Odorization of gas.
(a) A combustible gas in a distribu-

tion line must contain a natural odor-
ant or be odorized so that at a con-
centration in air of one-fifth of the
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